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Ladder Safety 
 

Ladders, used properly, can be a safe and convenient tool. When used improperly, however, they can lead 

to a serious injury or result in a fatality. 

 

Climbing Position 

 Climb a ladder by holding on to the rails and not the steps. 

 Climb facing the ladder with your body centered between the rails. 

 Use three points of contact, with at least three extremities attached to the ladder at all times.  

 Do not twist your body while climbing. 

 

Lifting Items 

 Do not climb with hands full of gear. 

 Put any materials you need to take up a ladder into a tool bag/belt that you wear on your person. 

 Use hand lines, hoists, or manlifts to lift and lower heavy objects. 

 

Protective Gear 

 Fall protection must be worn based on the hazard assessment if you are working on scaffolding or on 

the roof of the building. 

 Footwear with good support, non-slip soles, and free of mud, oil, and any other slippery debris is 

required when working on a ladder. 

 Safety glasses or hardhats may be required for overhead work. 

 

Stepladder Guidelines 

 Never stand on the top two steps.  

 Fully open step ladders. Never use a stepladder in a partially-closed position. 

 Ladders must have a spreader or locking device. Open and lock cross spreaders. 

 Stepladders must not exceed 20 feet in height.  

 

Other Guidelines 

 Do not use ladders as a work platform. 

 Keep the area around the bottom and top of the ladder free of debris. 

 Allow only one person on a ladder at a time. 

 Do not move or extend the ladder while occupied (i.e., no ladder jumping). 

 Check the ladder for damage and defects before use. If damaged or defective, immediately remove 

the ladder from service and get rid of it.    

 Get help when moving large ladders or working on uneven terrain. 

 

 

 

 

 



  

  

Planning 

 Perform a hazard assessment, identifying the type of work to be performed and what hazards will be 

present (i.e., unstable ground, electrical lines, doors, or weather). 

 Select the right type and size of ladder for the job, assuring load capacity is not exceeded. For 

example, do not use metal ladders for electrical work or in places where the potential of contact with 

electrical lines exists. 

 Assure that the ladder is in good physical condition. All rungs must be intact or the ladder should be 

immediately removed from service.  

 

Ladder Set-Up 

 

Location: 

 Choose a location near your workspace, so that all work is performed close to the ladder and not off 

to either side. 

 Only set up ladders in safe and stable conditions: 

‒ Do not place ladders on soft ground or slippery flooring. 

‒ Do not rest ladders on glass or other weak surfaces. 

 Check for overhead power lines. 

 

Restricting access: 

If you are working in an area near people or vehicles, restrict access by: 

 Clearly posting signs. 

 Barricading the location with barrier tape around the perimeter of the work area. 

 Having an assistant stay at the base of the ladder to keep it clear, as needed.  

 

Ladder positioning: 

 Assure that all non-self-supporting ladders extend at least three feet above the highest support point. 

(e.g. the roof line). 

 Angle non-self-supporting ladders properly, with a 4:1 ratio. That means the distance between the 

top of the ladder and the ground is at least four times the distance between the base of the ladder and 

the wall. 

 Place non-self-supporting ladders so that both rails have equal support. 

 Secure ladders appropriately with tie-offs at the top of the ladder. 

 

Other guidelines: 

 Seek help if a ladder is too heavy or awkward to place correctly on your own. 
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